






ALTRONIC V 

SMALL ENGINES, 1-6 CYLINDERS 

APPLICATION LIST 

FORM AV AL 2-95 

AL TRONIC AL TRONIC V AL TRONIC V QTY. 

I / 1-6 KIT SINGLE FIRING* DOUBLE FIRING** IGN. 

ENGINE/ MODEL NO. AVAILABLE UNIT NO. HARNESS UNIT NO. HARNESS COILS NOTES 

WAUKESHA 

135 1-6 6A34-AW 393 023-1 3A64-AW 593 041-1 6 3 

140 1-6 6A34-A 393 023-1 3A64-A 593 041-1 6 

145 1-6 6A34-A 393 023-1 3A64-A 593 041-1 6 

180 -- 4A24-A 393 023-1 2A14-A 593 041-1 4 9 

190 1-6 6A34-AW 393 023-1 3A64-AW 593 041-1 6 4 

195 1-6 6A34-AW 393 023-1 3A64-AW 593 041-1 6 4 

F11G, F11GS1 -- 6A34-GV 393 023-1 -- -- 6 5 

F11G, F11GS1 -- 6A34-GVW 393 023-1 -- -- 6 5 

F554GU 1-6 6A34-A 393 023-1 3A64-A 593 041-1 6 

F817GU 1-6 6A34-A 393 023-1 3A64-A 593 041-1 6 

F1197GU 1-6 6A34-GV 393 023-1 3A64-GV 593 041-1 6 8 

F1905G 1-6 6A34-GV 393 023-1 3A64-GV 593 041-1 6 8 

VRG-220 1-6 4A24-AW 393 023-1 2A14-AW 593 041-1 4 6 

VRG-232 1-6 6A34-A 393 023-1 3A64-A 593 041-1 6 10 

VRG-265 1-6 6A34-A 393 023-1 3A64-A 593 041-1 6 10 

VRG-283 1-6 6A34-A 393 023-1 3A64-A 593 041-1 6 10 

VRG-310 1-6 6A34-A 393 023-1 3A64-A 593 041-1 6 10 

VRG-330 1-6 6A34-AW 393 023-1 3A64-AW 593 041-1 6 7 

VRG-330S -- 6A34-AW 393 023-1 -- -- 6 7 

NOTES: 

1 -Drive gear for Altronic V unit is White part no. 255446 which requires a 7/8" I.D. x 1/8" thick spacer washer. 

2 -Drive gear for Altronic unit is White part no. 40-3076701. 

3 -Drive gear for Altronic unit is Waukesha part no. 135119. 

4 -Drive gear for Altronic unit is Waukesha part no. 195119. 

5 -First production engines using attached Waukesha gear no. 355019 use unit 6A34-GVW. Later production 

engines using standard magneto drive use unit 6A34-GV. 

6 -Drive gear for Altronic unit is Waukesha part no. 216019. 

7 -Drive gear for Altronic unit is Waukesha part no. 217019. 

8 -Adaptation to flange mounting is required; contact Rocky Mountain Ignition & Emission Controls, Inc. ; 5829 

Monaco St.; Commerce City, Colorado 80022. 

9 - Installation requires Waukesha adaptor no. D151805; also requires various Waukesha parts to connect adaptor 

to the engine's oil system. 

10 -Installation requires Waukesha adaptor no. AA 199686; also requires various Waukesha parts to connect adaptor 

to the engine's oil system. 

11 -The single firing system (6A unit) is recommended for new installations. 

12 -Engines with S/N 37Y02112 and lower use unit 4A24-A; engines with S/N 37Y02113 and higher use unit 4A34-A. 

13 -Unit 109-8912 is model 6A24-GV with special coupling 510 699 in place of standard coupling 51 O 454-U. 
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